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Introduction
The RTG4™ device features an embedded micro programmable read-only memory (uPROM) in silicon, which is used
for storing program data. The uPROM has a custom fabric interface you can use to read data from your applications.
The uPROM can hold 10,370 36-bit words. For more information, see the RTG4 FPGA Fabric User Guide.

Libero® provides the uPROM Configurator for you to add and configure the uPROM. The memory clients you add or
configure for the uPROM are programmed along with the fabric.

After Place and Route, you can update and modify the memory clients in the uPROM before it is programmed,
without having to rerun Place and Route after the update to the uPROM content. For more information, see Viewing
the Initialization Client.
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1. uPROM Configuration
The following sections describe how to configure the uPROM.

1.1 uPROM Configurator
The uPROM Configurator is available from the Catalog tab. To invoke the Configurator:

1. Expand Memory & Controllers in the Catalog.
2. Perform one of the following steps:

– Double-click or right-click RTG4 uPROM and choose Configure Core and Instantiate
in<design_name> to instantiate the uPROM in the SmartDesign canvas.
Figure 1-1. RTG4 uPROM Core in Catalog

– Double-click or right-click RTG4 uPROM and choose Configure Core. When prompted, enter a
component name for the uPROM.

3. In the uPROM Configurator, click Add to add a Client to the uPROM (see the following figure). Two types of
clients can be added:

– Data Storage Client — User data client added by selecting Add client to system from the pull-down list.
The name of the client is user-specified and the size of the client (number of 36- bit words), subject to the
size limit of the uPROM.

– Initialization Client — System client for zeroization. Select Add init client to system from the pull-down
list to add this client. This client has the default name MSCC_RAM_INITIALIZATION_TO_ZERO. The
default client name, start address, and size (number of 36-bit words) are fixed and cannot be edited.
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Figure 1-2. RTG4 uPROM Configurator

1.2 Usage Statistics
Usage statistics displays the total memory size of the uPROM, as well as the size of used memory and free memory.
All memory sizes are expressed in terms of the number of 36-bit words.

1.2.1 Available Memory
The uPROM can hold 10,370 36-bit words (total 373,320 bits).

1.2.2 Used Memory
When you add memory clients, Used memory shows the total amount of memory (number of 36-bit words) used by
all clients. This is indicated in blue in the pie chart.

1.2.3 Free Memory
Free memory (number of 36-bit words) appears in magenta in the pie chart.

1.3 Symbol View
The Symbol View presents a symbol view of the RTG4 uPROM with the input/output ports including the address bus
and the data bus.
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1.4 Log Window
The Log window displays warning or error messages, such as DRC warning and error messages.

1.5 Add Init Client to System
Click the Add pull-down list and select Add Init Client to System. A default client name
(MSCC_RAM_INITIALIZATION_TO_ZERO) is created, with a default start address of 0x0 and a default size of 820
36-bit words. No user configuration is allowed.

Two user actions are available when the client is selected:

• Delete — Remove the client.
• View — View the non-editable default configuration of the client.

Figure 1-3. Initialization Client Dialog Box

1.6 Add Data Storage Clients to System
Click Add and select Add Clients to System from the pull-down list to add a data storage client. The Add Data
Storage Client dialog box opens (see the following figure). Use this dialog box to specify the start address, client size,
content of the client, and whether to use the memory content for simulation.
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Figure 1-4. Add Data Storage Client Dialog Box

1.6.1 Client Name
Enter a name for your memory client.

1.6.2 Content from File
Use this option to import your memory client from a memory file.

1. Click the three-dotted button at the far right, and then go to the location of the memory file you want to import.
2. Select the memory file.

Note:  The memory file must have the file extension *.mem.
3. Click Open.
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Figure 1-5. Import Memory File Dialog Box

1.6.2.1 Use Absolute Path
When you select Use absolute path, the absolute path of the memory file appears in the Content from file field.

Figure 1-6. Absolute Path of Memory File
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1.6.2.2 Use Relative Path from Project Directory
If you select Use relative path from project directory, the path of the memory file (relative to the Project location)
you import appears in the Content from file field.

Note:  On Windows systems, if the memory file and the project location reside on different drives, the absolute path
is used even if you select Use relative path from project directory.

Figure 1-7. Relative Path of Memory File

1.6.2.3 Copy Memory File to Project Path
If you select Copy memory file to project path, click the three-dotted button at the far right, and then go to the
location of the memory file from which you want to copy.
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Figure 1-8. Location of Memory File from Which to Copy

Note:  Observe the following guidelines:

• The memory file cannot be copied to and stored in the project's sub-folders: component, smartgen, synthesis,
designer, simulation, stimulus, tooldata, and constraint. To prevent you from inadvertently copying the memory
file into these sub-folders, these project sub-folders are hidden from view when you select the project folder.

• The copied memory file path is stored internally as a relative path.
• If the memory file is copied to the project, updating the content of the memory file is your responsibility.

uPROM supports the Microchip Binary format (*.mem) for the memory content. The RTG4 UPROM Configurator also
supports Hex, Simple Hex, and Motorola-S File formats.

The *. mem file must meet the following requirements:

• Each row is one 36-bit binary word (only 0s and 1s).
• Only 0s and 1s are allowed.
• The number of rows in the file (word count) should be less than or equal to the memory space of the uPROM, up

to 10,370 words.
• The memory file must have the *.mem file extension.

The following figure shows an example of a memory file.
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Figure 1-9. Microchip Binary File (*.mem) Example

1.6.3 Content Filled with 0s
Fill the content of the memory client with 0s as a place holder. You can update the memory client after Place and
Route and before Programming. There is no need to rerun Place and Route after you update the uPROM Memory
Content. For more information, see Viewing the Initialization Client.

1.6.4 Start Address
Enter the 14-bit start address of your client in hexadecimal notation. Valid values are from 0x0 to 0x289F (hex).
Note:  If an Initialization Client is added, the start address cannot be 0x0.

1.6.5 Number of 36-bit Words
Enter the size of your client (expressed as the number of 36-bit words) in decimal. When multiple clients are added,
make sure the address range of each client does not overlap with the other clients. Overlapping of address range is
not allowed and will be flagged as an error when it occurs.

Note:  The data storage client must not occupy the address space of an existing Initialization Client; otherwise, an
error is flagged.

1.6.6 Use Content for Simulation
Check this box to include your memory content for simulation. When this box is checked, a uPROM.mem file is created
automatically in the <prj_location>/simulation folder when simulation is invoked in the Design Flow window. The
uPROM.mem file is read by the uPROM simulation model to initialize the uPROM content when the simulation starts.
Only clients with the Use Client for Simulation check box checked have the contents added to the uPROM.mem file
for simulation.

The clients you add appear in the User clients in uPROM pane (see the following figure).
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Figure 1-10. User Clients Added

1.7 Design Rules Check (DRC) Rules and Error Messages
To prevent out-of-bound memory addressing and overlapping of address space, Design Rules Check (DRC) rules are
enforced and error messages are generated when:

• An invalid start address (outside the uPROM memory space) is entered.
The uPROM address range is 0x0000 through 0x289F (hex). DRC Error: The specified start
address is invalid; legal addresses range from 0x0 to 0x289F

• The specified start address the number of words you entered exceeds the uPROM memory space.
DRC Error: For the specified start address the number of words cannot exceed the
total number of words of 10370.

• The number of 36-bit words you entered is less than the number of words in the memory file used to fill the
content of the client.
DRC Error: The number of words cannot be less than the number of words
<mem_file_word_count> specified in the memory file < mem_file_name>.

• There is more than one user client and the address range of one client overlaps with that of another.
DRC Error: This client overlaps with: <client name >.

• The memory file (*.mem) size exceeds the total uPROM memory space.
DRC Error: The memory file <memoryFileName> size exceeds the total uPROM space.
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1.8 Editing a Client
To edit a data storage client:

1. Right-click the client and choose Edit (see the following figure) or click the Edit button.
The Edit Data Storage Client dialog box appears.
Note:  You can view the configuration of the Initialization Client, but cannot edit it. For Initialization Clients, the
View option replaces the Edit option.

Figure 1-11. Editable User Client

 RTG4™
uPROM Configuration

© 2020 Microchip Technology Inc.  User Guide DS50003082A-page 12



Figure 1-12. Non-Editable Initialization Client

2. Make your changes in the Edit Data Storage Client dialog box.
3. Click OK to save your edits (see the following figure).

Figure 1-13. Edit Data Storage Client Dialog Box

1.9 Deleting a Client
Right-click the client and choose Delete (see the following figure). You can delete both the data client(s) and the
Initialization Client.
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Figure 1-14. Deleting a Client

1.10 Viewing the Initialization Client
To view the Initialization Client's default non-editable configuration, click the View button when the Initialization Client
is selected.

1.11 Update uPROM Memory Content
The Update uPROM Memory Content tool is useful if you reserved space in the uPROM Configurator and want to
make changes to the uPROM client after Place and Route. After you make your updates to the uPROM Memory
Content, there is no need to rerun Place and Route.

To update the uPROM Memory Content from the Design Flow window:
1. Right-click Update uPROM Memory Content in the Design Flow window and choose Configure Options

(see the following figure).
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Figure 1-15. Update uPROM Memory Content

2. When the uPROM Update Tool appears, right-click the Memory Client you want to update and choose Edit
(see the following figure).
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Figure 1-16. uPROM Update Tool

The Edit Data Storage Client dialog box appears (see the following figure).
Figure 1-17. Edit Data Storage Client Dialog Box

3. You can make the following changes to the uPROM client:
a) Change the client’s memory content, memory size, and start address.
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b) Reverse your decision about whether to use content for simulation.

Note:  You cannot use the uPROM Update Tool to add or delete a client. To add or delete a client, use the
uPROM Configurator to reconfigure your clients, and then regenerate your uPROM component and design.

1.12 UPROM Architecture and Address Space
Architecturally, the uPROM is structured in 21 different memory arrays with 14-bit addressing. Each array consists of
512x36 bit words.

In the first 20 memory arrays, the last 8 words are not user accessible. Therefore, the size of each memory array is
504x36 for the first 20 memory arrays (#0 - #19). In the last memory array (#20), there are 192 words that are not
user accessible. Therefore, the size of memory array #20 is 320x36. Because the array has addresses you cannot
access, the uPROM addressing scheme is not contiguous.

The following figure shows a simplified block diagram of the uPROM memory. For more information, see the RTG4
Fabric User Guide.
Figure 1-18. uPROM Memory Blocks

To simplify uPROM addressing, the uPROM Configurator translates user-specified contiguous addresses
automatically into the uPROM addressing scheme. Inaccessible addresses are skipped. The address translation is
transparent to you and consumes approximately 80 4-LUTs from the fabric resources.
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2. Port Description
The following table lists the uPROM ports.

Table 2-1. uPROM Ports

Port Name Direction Type Description Polarity

ADDR[13:0] Input Dynamic Registered Address Input —

CLK Input Dynamic Clock Input Rising

RDEN Input Dynamic Read Enable Active High

DATAR[35:0] Output Dynamic Registered Data Output —

BUSY Output Reserved Leave unconnected —
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3. Revision History
Revision Date Description

2.0 11/2020 Converted this document to the
Microchip template.

1.0 7/2015 Initial Revision
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4. Microchip FPGA Technical Support
Microchip FPGA Products Group backs its products with various support services, including Customer Service,
Customer Technical Support Center, a website, and worldwide sales offices. This section provides information about
contacting Microchip FPGA Products Group and using these support services.

4.1 Customer Service
Contact Customer Service for non-technical product support, such as product pricing, product upgrades, update
information, order status, and authorization.

• From North America, call 800.262.1060
• From the rest of the world, call 650.318.4460
• Fax, from anywhere in the world, 650.318.8044

4.2 Customer Technical Support
Microchip FPGA Products Group staffs its Customer Technical Support Center with highly skilled engineers who can
help answer your hardware, software, and design questions about Microchip FPGA Products. The Customer
Technical Support Center spends a great deal of time creating application notes, answers to common design cycle
questions, documentation of known issues, and various FAQs. So, before you contact us, please visit our online
resources. It is very likely we have already answered your questions.

You can communicate your technical questions through our Web portal and receive answers back by email, fax, or
phone. Also, if you have design problems, you can upload your design files to receive assistance. We constantly
monitor the cases created from the web portal throughout the day. When sending your request to us, please be sure
to include your full name, company name, and your contact information for efficient processing of your request.

Technical support can be reached at soc.microsemi.com/Portal/Default.aspx.

For technical support on RH and RT FPGAs that are regulated by International Traffic in Arms Regulations (ITAR),
log in at soc.microsemi.com/Portal/Default.aspx, go to the My Cases tab, and select Yes in the ITAR drop-down list
when creating a new case. For a complete list of ITAR-regulated Microchip FPGAs, visit the ITAR web page.

You can track technical cases online by going to My Cases.

4.3 Website
You can browse a variety of technical and non-technical information on the Microchip FPGA Products Group home
page, at www.microsemi.com/soc.

4.4 Outside the U.S.
Customers needing assistance outside the US time zones can either contact technical support at (https://
soc.microsemi.com/Portal/Default.aspx) or contact a local sales office.

Visit About Us for sales office listings and corporate contacts.
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The Microchip Website
Microchip provides online support via our website at www.microchip.com/. This website is used to make files and
information easily available to customers. Some of the content available includes:

• Product Support – Data sheets and errata, application notes and sample programs, design resources, user’s
guides and hardware support documents, latest software releases and archived software

• General Technical Support – Frequently Asked Questions (FAQs), technical support requests, online
discussion groups, Microchip design partner program member listing

• Business of Microchip – Product selector and ordering guides, latest Microchip press releases, listing of
seminars and events, listings of Microchip sales offices, distributors and factory representatives

Product Change Notification Service
Microchip’s product change notification service helps keep customers current on Microchip products. Subscribers will
receive email notification whenever there are changes, updates, revisions or errata related to a specified product
family or development tool of interest.

To register, go to www.microchip.com/pcn and follow the registration instructions.

Customer Support
Users of Microchip products can receive assistance through several channels:

• Distributor or Representative
• Local Sales Office
• Embedded Solutions Engineer (ESE)
• Technical Support

Customers should contact their distributor, representative or ESE for support. Local sales offices are also available to
help customers. A listing of sales offices and locations is included in this document.

Technical support is available through the website at: www.microchip.com/support

Microchip Devices Code Protection Feature
Note the following details of the code protection feature on Microchip devices:

• Microchip products meet the specification contained in their particular Microchip Data Sheet.
• Microchip believes that its family of products is one of the most secure families of its kind on the market today,

when used in the intended manner and under normal conditions.
• There are dishonest and possibly illegal methods used to breach the code protection feature. All of these

methods, to our knowledge, require using the Microchip products in a manner outside the operating
specifications contained in Microchip’s Data Sheets. Most likely, the person doing so is engaged in theft of
intellectual property.

• Microchip is willing to work with the customer who is concerned about the integrity of their code.
• Neither Microchip nor any other semiconductor manufacturer can guarantee the security of their code. Code

protection does not mean that we are guaranteeing the product as “unbreakable.”

Code protection is constantly evolving. We at Microchip are committed to continuously improving the code protection
features of our products. Attempts to break Microchip’s code protection feature may be a violation of the Digital
Millennium Copyright Act. If such acts allow unauthorized access to your software or other copyrighted work, you
may have a right to sue for relief under that Act.

Legal Notice
Information contained in this publication regarding device applications and the like is provided only for your
convenience and may be superseded by updates. It is your responsibility to ensure that your application meets with

 RTG4™

© 2020 Microchip Technology Inc.  User Guide DS50003082A-page 21

http://www.microchip.com/
http://www.microchip.com/pcn
http://www.microchip.com/support


your specifications. MICROCHIP MAKES NO REPRESENTATIONS OR WARRANTIES OF ANY KIND WHETHER
EXPRESS OR IMPLIED, WRITTEN OR ORAL, STATUTORY OR OTHERWISE, RELATED TO THE INFORMATION,
INCLUDING BUT NOT LIMITED TO ITS CONDITION, QUALITY, PERFORMANCE, MERCHANTABILITY OR
FITNESS FOR PURPOSE. Microchip disclaims all liability arising from this information and its use. Use of Microchip
devices in life support and/or safety applications is entirely at the buyer’s risk, and the buyer agrees to defend,
indemnify and hold harmless Microchip from any and all damages, claims, suits, or expenses resulting from such
use. No licenses are conveyed, implicitly or otherwise, under any Microchip intellectual property rights unless
otherwise stated.

Trademarks
The Microchip name and logo, the Microchip logo, Adaptec, AnyRate, AVR, AVR logo, AVR Freaks, BesTime,
BitCloud, chipKIT, chipKIT logo, CryptoMemory, CryptoRF, dsPIC, FlashFlex, flexPWR, HELDO, IGLOO, JukeBlox,
KeeLoq, Kleer, LANCheck, LinkMD, maXStylus, maXTouch, MediaLB, megaAVR, Microsemi, Microsemi logo, MOST,
MOST logo, MPLAB, OptoLyzer, PackeTime, PIC, picoPower, PICSTART, PIC32 logo, PolarFire, Prochip Designer,
QTouch, SAM-BA, SenGenuity, SpyNIC, SST, SST Logo, SuperFlash, Symmetricom, SyncServer, Tachyon,
TempTrackr, TimeSource, tinyAVR, UNI/O, Vectron, and XMEGA are registered trademarks of Microchip Technology
Incorporated in the U.S.A. and other countries.

APT, ClockWorks, The Embedded Control Solutions Company, EtherSynch, FlashTec, Hyper Speed Control,
HyperLight Load, IntelliMOS, Libero, motorBench, mTouch, Powermite 3, Precision Edge, ProASIC, ProASIC Plus,
ProASIC Plus logo, Quiet-Wire, SmartFusion, SyncWorld, Temux, TimeCesium, TimeHub, TimePictra, TimeProvider,
Vite, WinPath, and ZL are registered trademarks of Microchip Technology Incorporated in the U.S.A.

Adjacent Key Suppression, AKS, Analog-for-the-Digital Age, Any Capacitor, AnyIn, AnyOut, BlueSky, BodyCom,
CodeGuard, CryptoAuthentication, CryptoAutomotive, CryptoCompanion, CryptoController, dsPICDEM,
dsPICDEM.net, Dynamic Average Matching, DAM, ECAN, EtherGREEN, In-Circuit Serial Programming, ICSP,
INICnet, Inter-Chip Connectivity, JitterBlocker, KleerNet, KleerNet logo, memBrain, Mindi, MiWi, MPASM, MPF,
MPLAB Certified logo, MPLIB, MPLINK, MultiTRAK, NetDetach, Omniscient Code Generation, PICDEM,
PICDEM.net, PICkit, PICtail, PowerSmart, PureSilicon, QMatrix, REAL ICE, Ripple Blocker, SAM-ICE, Serial Quad
I/O, SMART-I.S., SQI, SuperSwitcher, SuperSwitcher II, Total Endurance, TSHARC, USBCheck, VariSense,
ViewSpan, WiperLock, Wireless DNA, and ZENA are trademarks of Microchip Technology Incorporated in the U.S.A.
and other countries.

SQTP is a service mark of Microchip Technology Incorporated in the U.S.A.

The Adaptec logo, Frequency on Demand, Silicon Storage Technology, and Symmcom are registered trademarks of
Microchip Technology Inc. in other countries.

GestIC is a registered trademark of Microchip Technology Germany II GmbH & Co. KG, a subsidiary of Microchip
Technology Inc., in other countries.

All other trademarks mentioned herein are property of their respective companies.
© 2020, Microchip Technology Incorporated, Printed in the U.S.A., All Rights Reserved.

ISBN: 978-1-5224-7234-6

Quality Management System
For information regarding Microchip’s Quality Management Systems, please visit www.microchip.com/quality.
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