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STYLE 1
PIN 1 = COLLECTOR
DIM | MILLIMETER | £TOL | INCHES +70L o — BASE
A 30.48 +0.25 | 1.200 +.010 3 = EMITTER
B 9.78 +0.25 .385 +.010 STYLE 2
C 458 +0.17 180 +.007 PIN 1 = COLLECTOR
D 16.51 +0.25 650 +.010 2 = BASE
E 164 10.13| 064 +.005 3 = EMITTER
F 2.20 +0.13 .085 +.005
G 114 +0.03 .0045 +£.0015
H 20.57 +0.51 810 +£.020
\ 45°%2.5 | .0080° | 45%0.10 |.0015°
J 20.32 +0.25 .800 +.010
K 3.30 DIA| £0.13 130 DIA | £.005
L 10.16 +0.13 400 +.005
M 25.40 +0.25 1.000 +.010
N 1.52 +0.13 0.060 +.005
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AdvancedPower Technology reserves the right to change withoutnotice, the specifications and information
confained herein. Vi sit our web site at www.advancedpower.com or contact ourfactory direct.




	MDS1100
	1100 Watts, 50 Volts
	Pulsed Avionics at 1030 MHz
	
	
	ABSOLUTE MAXIMUM RATINGS


	Maximum Power Dissipation
	Maximum Voltage and Current

	Maximum Temperatures
	RL
	Tr
	Pd
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